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Technical Data

Classification: Active Subwoofer

Inputs

Line IN L/ R

Connector:  . . . . . . . . . . . . . . . . . . XLR female (1=ground; 2=+; 3=--)

Input type:  . . . . . . . . . . . . . . . . . . electronically balanced 

& floating

Inp. impedance:  . . . . . . . . . . . . . . 47 kohms

Sensitivity:  . . . . . . . . . . . . . . . . . . 0 dB (center position)

Max. input level: . . . . . . . . . . . . . . + 24 dB

Outputs

Through L/ R

Connector:  . . . . . . . . . . . . . . . . . . XLR male (1=ground; 2=+; 3=--)

Satellite L/ R

Connector:  . . . . . . . . . . . . . . . . . . Speakon® NL4 

(pin 1+= +; pin 1--= --)

Active Crossover

Crossover frequency:  . . . . . . . . . . . 130 Hz

Roll-off:  . . . . . . . . . . . . . . . . . . . . 24 dB/ octave

Amplifiers

Power output, subwoofer (Mono): . 300 W/ 8 ohms at 1% THD

Power output, each satellite:  . . . . 150 W/ 4 ohms at 1% THD

Speaker: . . . . . . . . . . . . . . . . . . . . 1x 15” HK Audio Custom

Sensitivity 1W/1m axial:  . . . . . . . 104 dB (half space)

Max. sound pressure:  . . . . . . . . . . 123 dB at 10% harmonic

distortion (half space/ 1m)

Dimensions & weight

Width: 540 mm • Height: 440 mm • Depth: 615 mm    

Weight:  . . . . . . . . . . . . . . . . . . . . 37 kg

General electrical data:

Protection Class 1 (protectively earthed)

Max. current consumption:  . . . . . 4,1 A (230 V) 

8,1 A (117 V)

9,5 A (100 V)

Max. power consumption:  . . . . . . 950 VA

Mains voltage range:  . . . . . . . . . . +/- 10%

Ambient temperature range:  . . . . -10° C to +60° C

Fuses:  . . . . . . . . . . . . . . . . . . . . . IEC 127 T 3,15A (230 V)

IEC 127 T 6,3A (117 V)

IEC 127 T 8A (100 V)
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